








MACHINES FOR BEEF
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MACHINES FOR BEEF

MODEL PSE8 BEEF & PORK
BREAKING AND SCRIBE SAW

“Single-Gear” double-sealed front gear head provides for lower maintenance
& speedy sanitizing. Features an adjustable depth gauge guard capable of
cutting up to 2%” (57.2mm) depth of cut...24-Voit waterproof dual-controls
requires 2-handed operation...heavy-duty 1% HP (1.12kw) motor. 8”
(203.2mm) dia. saw blade...swivel type suspension hanger...weighs only 29
Lbs (13.17 kilos)...perfect for breaking forequarters...built-in water
spray...#6342500. Counterbalancer 6.56 ft. (2m) cable travel recommended.

GT-40 MULTI-PURPOSE SAW

The "GT-40" puts an end to high repair costs...machine is equipped with a 15-
3/4" (400.05mm) length saw blade...has a net weight of only 13 Lbs. (5.90
kilos)...is available in either AC-110 volt single phase 60 cycie or AC-220 voit
single phase 50 cycle...unit is totally-waterproof...features a full 1-HP (.746kw)
double-insulated motor and is ideally suited for opening briskets, pork & beef
break-up, ham marking, hock cutting and dehorning. #6342400 -
Counterbalancer 6.56 Ft (2m) cable travel rec.

AIR MODEL AS5-P

BEEK SCRIBE & LOIN SAW

B&D’s new Model “AS5-P" is lighter, more powerful, and develops up to 1 HP.
Features B&D’s new ergonomic grip, reduces vibration, eliminates the bone
chilling effects, aluminum-housed air motors. Also features completely new
drive system for gearing. This lightweight, heavy-duty saw features a lever-
style adjustable depth gauge guard...instant-stop 5" (127mm) diameter saw
blade...multiple rear-end air exhaust...stainless steel & aluminum construction
overall. Machine has a net weight of only 5 Lbs. 14 Oz=2.6 Kilos)...yields are
increased up to 6 oz. (170.1 grams) per carcass...eliminates bone splintering
and is available with a “T” type handie. #6342200 - Counterbalancer 6.56 Ft
(2m) cable travel recommended.

GT-30 MULTI-PURPOSE SAW

The "GT-30" has all the same features and specifications as the “GT-40”
except this machine is equipped with an 11-3/4" (298.40mm) length saw
biade. Balancer is the same.

USDA APPROVED!
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SECTION B

MACHINES FOR PORK

AUTOMATIC SCRIBING, LOIN Model 2900-90-02
& BELLY SEPARATING SYSTEM Automatic Carcass Splitter

US Patents
#6,547,658
#6,089,968
#5,882,252
#5,407,384
#5,295,898
#5,234,372

Canadian Patent
#2,284,056

* Quality and Technology
Automatically scribes the belly and trims the loin as
it's processed, immediately provides yield gains of
2% or more, eliminates hazardous and difficult labor
1 functions.
* Reliability
Packer proven. Consistently provides bellies, accurate
scribes and finely trimmed loins to customer's specs

f day after day. American and European styles. The Model 2900-90-02 Automatic

Patent # 4,653,150

i * High Production Carcass Splitter can get up to
‘ Two independent cutting blades operates to precise 550 clean splits per hour!

: coordinates that the operator chooses based on the ] ot |

: size and fat content of the carcass middle increasing Automation at it's best!

| production. When it comes to a dramatic increase in productivity,

improvement in quality and reducing over-all costs,

| the B&D Automatic Carcass Splitter is the most practi-
| AVAILABLE OPTIONS: cal, cost-effective solution. It incorporates the latest in
advanced robotic technology providing fast, accurate,
cost-effective splitting. B&D has practically eliminated

‘ ¢ Easy Operator Training

e Loin puller operator interface

Provides the ability to modify program parameters the problems commonly found in other splitting
giving complete control and greatly increases methods such as bone splintering, separated verte-
flexibility and reduces response time to plant brae and inconsistent quality of cut. Other features:
demands improving productivity. ¢ Low maintenance!

e Motion Control ¢ Reduces kill-floor downtime!
Provides a full-featured motion controller for e Better quality Cuts!
pinpoint accuracy of blade placement. * Proven performance!
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MACHINES FOR PORK

AIR MODEL §-1011
HAND HELD SKINNER

Reduces labor...a substantial increase in yield will be achieved...capable of
touching-up over 900 carcasses per hour with one operator...removes skin &
fat at a controlled depth...eliminates knife gouges...solves inspection
problems during hard-hair season...enhances appearance of product...helps
reduce Tendonitis & Carpal Tunnel Syndrome...reduces the cost of hand-
trimming products by 50% or more...ideally suited for removing hog hair roots
& skin patches, trimming strips, hindquarters, butts, rounds, bone-in and
boneless pork loins, knuckles cattle-pack ribs & touch-up work on the jowls &
head.

MODEL 766/1S HOG SPLITTER SAW
SPECIAL SERIES H

3-5 second splitting time per carcass...full 5-HP (3.725kw) heavy-duty motor
reduces operator fatigue...24-Volt waterproof dual-control switches — release
of either control deactivates machine and stops the 16" (406.4mm) dia. blade
instantly...built-in water spray...waterproof thin-line single gear head design...
ergonomically designed control handles...also available under Model “764/1S”
with a 14" (355.6mm) dia. saw blade... #6343200 - Counterbalancer 6.56 ft
(2m) cable travel recommended.

MODEL S-1008 & S-1009
HAND HELD SKINNERS

B&D’s new “S-1008” Hand-Held Skinner features a new lightweight motor, net
weight of only 1.9 Ibs. and the smallest cutting head available. Because of its
unique size it is perfect for patching pork bellies, removing poultry breast skin,
and trimming of the scapula and membrane on turkeys. The new S-1008
Skinner adds more versatility to the Best & Donovan complete line of hand-
held skinners.

MODEL 160-SSP
BAND SPLITTER

B&D’'s new “160-SSP” electrically powered band saw was designed for the

high production splitting of hogs and sows. It handles up to 400 hogs per

hour. Machine features include:

* A full 3HP, totally enclosed, self-cooled, waterproof motor.

* Available with dual Anti-Tie down control triggers for safe operation.

* Available with proximity switches on front and rear covers...will not
allow drive wheels to operate when front or rear covers are open.

* All voltages available.

* Meets national and international requirements for hygiene and safety...
USDA and CE approved.

» Drive system is oil bath lubricated for sustained trouble-free operation.

* Waterproof quick-disconnect at motor end.

* 24 Volt waterproof dual control switches.

* Quick change band saw blade with convenient “flip-open” front and rear
covers.

* 4-way adjustable hanger.
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MACHINES FOR PORK

*MODEL 766 HOG SPLITTER SAW
SPECIAL SERIES H

Waterproof single-gear head design provides for lower maintenance and
speedy sterilizing ... machine is equipped with a full 5-HP (3.725kw) heavy-
duty motor ... 24-Volt waterproof dual-controls — release of either control
deactivates machine and stops the 16" (406.4mm) diameter blade ... built-in
water spray ... 3-5 second splitting time per carcass ... weigh only 82 Ibs.
(37.19 kilos) ... also available with the "verticially designed rear control handle
... #6343100 Counterbalancer 6.56 ft (2m) cable travel recommended.

MODEL E-24/HHD HYDRAULIC
HOG HEAD DROPPER & NECK BREAKER

Handles 1100+ hogs per hour with one operator...increases butt, jowl &
tongue trimming yields...reduces turnover in employees and helps reduce
Carpal Tunnel Syndrome & Tendonitis...available with waterproof 24 VDC or
pneumatic anti-tie down dual handle controls — release of either control
deactivates machine and blades return to the open position...entire head
dropping/neck breaking operation completed in seconds with minimal
operator effort...8%" (222.2mm) x 10%" (260.3mm) capacity stainless steel
scissor blades...net weight = 36 Lbs. (16.34 Kilos)...#6342500 —
Counterbalancer 6.56 Ft (2m) Cable Travel recommended.

*MODEL 764 HOG SPLITTER SAW
SPECIAL SERIES H

Machine has the same features and specifications as the “766” Special Series
“H” except this model is equipped with a 14" (355.6mm) dia. saw
blade...machine is also availabte with the “vertically” styled rear control handle.
Balancer is the same as for the “766".

MODEL E-22-A
HYDRAULIC HOG AITCHBONE CUTTER

Capable of handling 1100+ hogs per hour with one operator.
Stainless steel blades. Dual control requires 2-handed operation,
increasing yields, eliminating damaged hams and reduces Carpal
Tunnel Syndrome and Tendonitis. Waterproof overall. #6342400 —
Counter balancer 6.56 Ft (2 m) cable travel recommended.

f /e * NOTE: These machines are not sold in
‘LJL DA APPROVE ) the USA, Canada or EU countries. 10



MACHINES FOR PORK

AIR MODEL AS-7 JOWL SLICER

All stainless steel construction ... reduces Carpal Tunnel Syndrome
and Tendonitis frequently associated with manual jow! slicing ... handles
1,100+ hogs per hour with one operator ... instant-stop 6-1/2" (165.1 mm)
diameter smooth bevel blade ... net weight only 6 Ibs 10 ozs (3 kilos) ...
#6342300 - Counter balance 6.56 ft (2 m) cable travel recommended.

AIR MODEL A-H
HOG BREASTBONE OPENER SAW

Eliminates miscuts & spoilage with a specially designed guard with depth-
control plates...waterproof dual-control switches — release of either control
deactivates machine and stops the 8" (203.2mm) dia. blade ‘instantly...
Handles 1,100+ hogs per hour with one operator...rear-end air exhaust...water-
proof front gear head...built-in water spray...net weight only 24-3/4 Lbs. (11.23
Kilos)... #6342500 — Counterbalancer 6.56 Ft (2m) cable travel recommended.

MODEL 280 HYDRAULIC

HOG BREASTBONE OPENER SAW

A High-performance ergonomically designed machine capable of handling
1,100+ hogs per hour with one operator...Equipped with waterproof 24-Volt
dual control switches — release of either control deactivates machine and the
8" (203.2mm) diameter saw blade stops instantly...Features a full 4.7 HP
(3.357kw) heavy-duty waterproof hydraulic motor providing for maximum
power & reduced operator fatigue...Built-in water spray...specially designed
guard controls depth of penetration...overall length only 32%"
(825.50mm)...net weight only...35 Lbs. (15.89 Kilos)...#6342500 —
Counterbalancer 6.56.Ft (2m) cable travel recommended.

MARK Il HOG BREASTBONE
OPENER SAW

Waterproof thin-line double-sealed gear head provides for reduced maintenance
& speedy sterilizing...specially designed guard controls depth of penetration
...24-Volt waterproof dual control switches...built-in water spray...net weight =
38 Lbs. (17.25 Kilos)...heavy-duty t-% HP (1.12kw) motor...overalt length =
28" (711.2mm)...produces a straight & clean cuts...8" (203.2mm) dia. saw
blade...#6342500 — Counterbalancer 6.56 Ft (2m) cable travel recommended.

g WSDA APPROVED)!

le‘Z(W@J



MACHINES FOR PORK

AIR MODEL AHS
HOG BREASTBONE OPENER SAW

This machine is a short version of the Air Model “A-H”. The “AHS” has an
overall length of only 22%" (571.50mm) and a net weight of 16 Lbs. (7.26
Kilos). All specifications and features are the same as the Model “A-H".
#6342400 — Counterbalancer 6.56 Ft. (2m) cable travel recommended.

MARK II-SV
HOG BREASTBONE OPENER SAW

This machine is a short version of the standard Mark "lI" Hog Breastbone
Opener having an overall tength of only 19" (482.60mm). All other features &
specifications are identical. #6342500 — Counterbalancer 6.56 Ft (2m) cable
travel recommended.

AIR MODEL HB-6

HOG BREASTBONE OPENER SAW

B&D’s new Model “HB-6" is lighter and more powerful than the former HB-6. |
features B&D’s new ergonomic grip, provides less vibration, eliminates the
bone chilling effects, aluminum-housed air motors. This concept for opening
pork briskets provides a lightweight and perfectly balanced tool that does not
require counterbalancing. The HB-6 is equipped with a specially designed
guard which controls the cutting depth to 1%" (44.45mm). Unit has a net
weight of only 6 Lbs. (2.72 Kilos)...features a 6%" (165.10mm) diameter
blade...multiple rear-end air exhaust and an instant-stop blade. Overall length
= 16" (406.40mm).

AIR MODEL AS-6

MULTI-PURPOSE BONE SAW

6" Diameter
Blade.

B&D's new and improved Model “AS-6” is lighter, faster, and more powerful
than the former “AS-6". It features B&D’s new ergonomic grip, reduces
vibration up to 25%, eliminates bone chilling effects, aluminum-housed air
motors. Multiple rear-end exhaust available. Full 2" (50.8mm) depth of cut.
Specially designed for breaking & scribing ribs, removing contaminated
backbones, removing arthritic joints and opening hog aitchbones. Tool
features a lever-style adjustable depth gauge guard...instant-stop 6"
(165.10mm) saw blade...net weight only 6 Lbs. 12 Oz.(3.08 Kilos). If required,
machine can be counterbalanced using a #6342300 balancer — 6.56 Ft. (2m)
cable travel.

VA mu_‘w-m
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MACHINES FOR PORK

4
AIR MODEL AS5-P
PORK SCRIBE & LOIN SAW

. GONOMIC SERIES
5" Diameter SCRIBE SAW

Blade.

B&D’s new Model “AS5-P” is lighter, more powerful, and develops up to 1 HP.
It features B&D’s new ergonomic grip, reduces vibration, eliminates the bone
chilling effects, aluminum-housed air motors. Also features completely new
drive system for gearing. A lightweight and heavy-duty saw featuring a lever-
style adjustable depth gauge guard...instant-stop 5" (127mm) dia. saw
blade...multiple rear-end air exhaust... stainless steel & aluminum
construction overall. Unit has a net weight of 5 Lbs. 14 Oz. (2.6 Kilos). The
“AS5-P” eliminates bone splintering...handles up to 1,400 sides per hour with
one operator...ideally suited for pork cut operations, meat purveyors and
fabricators. Also available with “T” style handle.

AIR MODEL PSA-8
PORK SCRIBE SAW

Features an adjustable depth gauge guard capable of cutting up to 2%"
(57.2mm). Machine is equipped with waterproof dual control switches —
release of either control stops the 8" (203.2mm) dia. saw blade instantly. Rear-
end air exhaust...360 degree swivel type suspension hanger...totally waterproof
overall...equally well suited for scribing & ham marking operations...built-in
water spray.. #6342400 — Counterbalancer 6.56 ft (2m) cable tvl rec.

AIR MODEL AS4-P
PORK SCRIBE SAW

REST & DONOVAN
4° Di ERGONOMIC SERIES
lameter SCRIBE SAW

Blade.

B&D’s new Air Model “AS-4P” is lighter, more powerful, and develops up to 1
HP. It also features B&D's new ergonomic grip, reduces vibration, eliminates
the bone chilling effects, aluminum-housed air motors. Also features
completely new drive system for gearing. Full 1%" (31.75mm) cutting depth.
Handles up to 1,400 sides per hour with one operator...instant-stop 4"
(101.60mm) dia. saw blade...multiple rear-end air exhaust...lever-style
adjustable depth gauge guard...totally waterproof...net weight only 4 Lbs. 8%
Oz. (2.06 Kilos). Eliminates scribe marks on the belties.

AIR MODEL 8
HAM MARKER SAW

A lightweight & powerful pneumatic saw designed to handle 1,400 hams per
hour with one operator...waterproof dual control switches — release of either
control stops the 8" (203.2mm) dia. saw blade instantly. Built-in water spray,
rear-end air exhaust...360 degree swivel type suspension hanger...full 24"
(57.2mm) depth of cut...net weight = 16 Lbs (7.26 kilos). #6342400 —
Counterbalancer 6.56 ft (2m) cable tvl rec.

13 WSDA APPRED.
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MACHINES FOR PORK

MARK II-S MODEL ES ELECTRIC
HAM MARKER SAW HOG STUNNER

The pork industry's most
widely used electric
stunner. Maximum 40 hogs
per hour recommended ...
waterproof 6 volt control
button ... prod assembly
weighs only 4 lbs (1.81 kilos)

Requires less electricity
than a 50 watt light bulb ...

Waterproof single-gear head design provides for reduced maintenance and capable of meeting all

speedy sterilizing...24-Volt waterproof dual-control switches...capable of requirements for hum'ane ani-
handling 1,400 hams per hour with one operator...8" (203.2mm) dia. saw blade mal treatment ... available in
...built-in water spray...swivel type suspension hanger...full 1-1/2 HP {1.12 kw) AC-110 volt single phase 60
motor...net weight = 29 Lbs (13.17 Kilos)...overall length = 21" (533.4mm). cycle or AC-220 volt single
#6342500 — Counterbalancer 6.56 Ft (2m) cable travel rec. phase 50 cycle.

MODEL ME-40 AIR INTENSIFIED MODEL E-22
MULTI-PURPOSE CUTTER HYDRAULIC HOG HOCK CUTTER

A fast and effective tool for cutting lamb, sheep & poultry hocks & necks...water- Fast cutting of hog hocks...eliminates bone splintering...handles 1,100+ hogs
proof overall...1% second cutter speed...reduces fatigue & tendonitis...2/4" per hour with one operator...available with waterproof 24 VDC or pneumatic
(57.15mm) blade capacity. #6342400 — Counterbalancer 6.56 Ft (2m) cable anti-tie down dual handle controls, requires 2-handed operation...available
travel rec. with blades mounted in either vertical or horizontal positions...2-3/4" (70mm)

blade capacity...totally waterproof overall...#6342400 — Counterbalancer 6.56 Ft
(2m) cable travel recommended.

auWn USDA APPROVED 14




MACHINES FOR PORK

53
. MODEL ESS HOG STUNNER

Equally well-suited for sheep, lamb and goats, the ESS Heavy Duty Hog
Stunner features a heavy duty transformer, voltage and amperage meters,
with a heavy duty on/off switch. It is capable of handling 300 hogs per hour.

« Specially designed for restrained hogs or free hogs in shackling area.
« Cuts operating costs, requires less electricity than a 50 watt lightbulb.
= Increases profits through greater yields.

* Meets all requirements for humane animal treatment.

This is the pork industry's most widely used electric stunner. Features include a
6 volt waterproof control button that provides maximum operator protection;
a heavy duty reinforced prod designed for increased durability; specially
designed prongs for positive contact; a prod assembly weighing only 3 lbs (1.5
kilos) for easy handling and maneuverability. Prod length 33-3/4" (857.25mm).
Available in AC-110 volt single phase 60 cycle or AC-220 volt single
phase 50 cycle.

PORK CHINE BONE SAW

Special NEW feature ...

Right-hand (clockwise) rotation
and Left-hand (counter clockwise)
rotation models.

New from B&D...the air powered Pork Chine Bone Saw has been specifically

designed with a great deal of attention to ergonomics. This machine is

extremely fast and powerful with an excellent safety control system built-in.

Other Tool features include:

* Available with 97, 9-1/2” and 10” blades sizes,

* Available in right hand (clockwise) rotation and left hand (counter clockwise)
rotation,

* Special stainless steel single gear head assembly,

* Dual air trigger system,

* Instant stop (no brake system required)

* Adjustable front handle position for operator comfort,

» Full 2HP air drive motor.

Air requirement: 40 CFM at 90 to 100 psi.

is USDA APPROVED
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MACHINES FOR
LAMB, SHEEP & GOAT

MODEL E-23 HYDRAULIC
SHEEP & GOAT HORN CUTTER

Handles homs up to 4%" (111mm) diameter with speed & accuracy...specially
designed for dehorning sheep, ram & goats...develops over 22,000 lbs
pressure at cutter unit...waterproof dual-control switches — release of either
control deactivates machine & blades return to open position...stainless steel
construction & hermetically sealed...overall length = 22%" (570mm)...silent
operation...#6342500 — Counterbalancer 6.56 Ft (2m) cable travel rec.

MODEL H-30 HYDRAULIC
LAMB HORN CUTTER

Capabile of handling horns up
to 2-1/4" (70 mm) diameter,
24-volt waterproof dual con-
trol switches —release of either
control deactivates machine
and blades return to open
position.

Develops 18,000 Ibs. pressure
at cutter end, overall length
is 16" (406.40 mm), totally
waterproof overall.

6342400 - Counterbalancer

‘ \ 6.56 ft. (2m) cable travel
: recommended.

AIR MODEL S§S-7
SHEEP BRISKET OPENER

On mutton or lamb chains,
the operations leading to the
brisket cut are: A) open up
with vertical cut from the Cod
to Brisket. B) Gut. Removal
of rear intestinal organs. C)
Cut Brisket (breastbone or
sternum). Capable of han-
dling 3,500 carcasses per day
with one operator, requires
only 80-90 PSI at .2 CF per
cycle, blade opening = 4.3/4"
(120.6 mm).

6342500 - Counterbalancer
6.56 ft. (2 m) cable travel
recommended.

PUMPS

No. 6500059
AIR OVER OIL HYDRAULIC PUMP

Designed for powering the Class IV Cattle Dehorner. No electricity at cutter
end. Requires 100 PSI. Provides 14,500 Lbs. pressure at cutter unit.

PUMPS

PART NO.

DESCRIPTION

9710002 Electric over oil hydraulic equipped with #DG-45-401-2A-H60
Solenoid Directional Valve, 10 HP, 38 liter tank, 4.5 GPM,
24 VDC trigger controls for E-24, E-24LD, E-24HHD,

E-22/24 Hock Cutter and E-22-A Hog Aitchbone Cutter.

9710003  Electric over oil hydraulic equipped with 24VDC power supply
20 HP - 1,800 RPM motor, 7.5 GPM @ 3000 PSI and
12.5 GPM @ 2500 PSI. Operates Models 270 Breast Bone &

770 Backbone Splitter saws.

9710004  Gear pump equipped with 10 HP, 1,800 RPM totally
enclosed fan-cooled motor, 10 GPM, 3,200 PSI range 40-60
liter tank. Pneumatic trigger control for E-24 LD, E-24 HHD

and E-22/24 Hock Cutter and E-22-A Hog Aitchbone Cutter.

9710005  Gear pump equipped with 10 HP, 1,800 RPM totally

enclosed fan-cooled motor, 10 GPM, 3,200 PSI range 40-60
liter tank. Pneumatic trigger control for E-24 LD, E-24 HHD
and E-22/24 Hock Cutter. Equipped with new smart controller

and dual anti-tie controls and E-22-A Hog Aitchbone Cutter.

USDA APPROVEPR 16



Shown below is BEST & DONOVAN's
main factory in Cincinnati, Ohio. B&D
also has a second manufacturing plant
in Oak Ridge, Tennessee.

B&D is the world’s largest, oldest and most experienced
manufacturer of air, hydraulic and electrically operated
portable power meat tools and hand-held skinners.

PEST & DONOVAN

5570 CREEK ROAD s CINCINNATI, OH 45242

TOLL FREE: 1.800.553.2378
TELEPHONE: 513.791.9180

FAX: 513.791.0925

E-MAIL: info@bestanddonovan.com

WEBSITE: www.bestanddonovan.com



